
Automated camera switching  
for hybrid classrooms
Get advanced audio and video conferencing in hybrid classrooms up to 35' x 55'  
(10.7 x 16.8 m). Thanks to Nureva’s sound location data for automated camera 
switching and Sony’s built-in AI analytics, remote students will clearly see whoever  
is talking in the room. And with true full-room microphone pickup, they’ll hear  
the speaker clearly as well, increasing interaction and engagement.

REFERENCE DESIGN

https://nureva.co/49i9fTE


Solution components

Sony SRG-A40 camera

• Built-in AI analytics to clearly detect, 
track and frame the instructor

• Clear Image Zoom technology to 
deliver 40x zoom in FHD and 30x in 4K

• Expansive 70° wide angle coverage  
to capture every point of view 

• High-speed pan/tilt to keep track  
of the instructor’s movement

• Available in black or white

• 5-year warranty 

 Learn more

Sony SRG-XP1 camera

• Wide angle lens covering the entire 
room with an over 102° field of view 

• 1/1.8-type Exmor R™ CMOS sensor  
for 4K 60p video 

• Compact and easy to integrate into 
any room

• Streaming video available over HDMI, 
Ethernet and USB 3.0 interfaces

• Available in black or white

• 5-year warranty

 Learn more

INOGENI® CAM230  
multi-camera selector

• Supports up to three cameras  
(two USB 3.0/2.0 and one HDMI)

• Compatible with all USB and  
HDMI cameras

• No drivers required

• Automatic multi-camera switching 
using the Nureva camera zones feature

• 2-year warranty

 Learn more

Sony BRAVIA  
BZ40L Series displays

• Exceptionally bright, high-contrast  
4K HDR images 

• Unique Deep Black Non-Glare Coating

• Designed for flexible installation

• Available in screen sizes from 55" to 85" 

• 5-year warranty

 Learn more
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Nureva® HDL410 audio conferencing system

• Two microphone and speaker bars providing full-room pickup with 16,384 virtual mics

• Next-gen Microphone Mist™ technology producing sound location data for simplified 
automated camera switching 

• Connect module with advanced processing power and pro AV features (no DSP required) 

• Easy wall-mounted installation in under 60 minutes with no specialized skills or tools

• Includes Nureva Console, our device management platform that enables the setting  
of camera zones, monitoring of devices and more 

• Available in black (HDL410-B) or white (HDL410-W)

• 2-year warranty (additional 3 years available)

 Learn more

https://pro.sony/ue_US/products/ptz-network-cameras/srg-a40
https://pro.sony/en_CA/products/ptz-network-cameras/srg-xp1
https://inogeni.com/product/cam230
https://pro.sony/ue_US/products/pro-displays/bravia-bz40l-series
https://nureva.co/49i9fTE
https://nureva.co/3OQbkhs
https://nureva.co/3wwbggl


Plug and play simplicity
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Contact us

To learn more about these 
products and get an online 
demo, contact us.

Nureva Inc. 
sales@nureva.com 
1.403.699.9781

Book a live demo
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mailto:sales%40nureva.com?subject=Interested%20in%20the%20Sony%20%2B%20Nureva%20hybrid%20classroom%20solution
https://nureva.co/49HDovn
https://nureva.co/49i9fTE
https://nureva.co/3OQbkhs

